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TIARIS™ RNase Decontamination Solution 
 

Ordering info 

TBR0310, TIARIS™ RNase Decontamination Solution, 

500 mL 

 

Description 

TIARIS™ RNase Decontamination Solution is a 

convenient solution for the inactivation and removal 

of RNases and DNases from laboratory bench and 

PCR equipment. It is based on the action of anionic 

surfactants and a secondary alcohol on nucleases. 

Storage 

Store at room temperature. 

Quality Control 

Functionally tested. 

Applications 

▪ Effective for decontaminating bench tops, plastic/ 

glass surfaces from nucleases. 

▪ Decontamination of pipettes, biosafety cabinet 

and equipment. 

Features 

▪ Ready to use spray 

▪ Aqueous solution  

 Also available: 

 TIARIZOL™ REAGENT (TBR0100, TBR0101) 

 High-Q™ Spin Column Cultured Cell RNA Purification 

Kit (TBK0261, TBK0262) 

 High-Q™-Spin-Column Plant RNA Purification Kit 

(TBK0279, TBK0280, TBK0281) 

 High-Q™ Spin Column TIARIZOL™ Plus RNA 

Purification Kit (TBK0244, TBK0245) 

 TIARIS™ Protect Tissue Buffer (TBB0430) 
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Instructions of use 

Always wear gloves while using TIARIS™ RNase Decontamination Solution because prolonged contact with skin may 

cause irritation. 

For cleaning work surfaces: Spray TIARIS™ RNase Decontamination Solution directly onto surface you wish to 

clean. Wipe the surface thoroughly with a paper towel, rinse it with water, and then dry it using a clean paper 

towel. 

For cleaning lab equipment: Spray TIARIS™ RNase Decontamination Solution onto a paper towel and use it to 

wipe all exposed surfaces of the equipment meticulously. Afterward, rinse the equipment with water and wipe it 

dry. In the case of small parts, you can clean them by briefly immersing them in TIARIS™ RNase Decontamination 

Solution, followed by a water rinse and drying. 

For cleaning plastic and glass vessels: Spray enough   TIARIS™ RNase Decontamination Solution onto the vessels 

so that the entire surface can be coated with the solution when swirled or vortexed, especially in the case of 

centrifuge and microfuge tubes. Discard the solution and rinse the vessels at least two times with distilled water  

For cleaning pipettors:  According to the manufacturer's instructions, remove the shaft from the pipettor . Take 

out the seals and gaskets from the shaft and soak the shaft in TIARIS™ RNase Decontamination Solution for one 

minute. Thoroughly rinse the shaft with water and then reassemble the pipettor. 

 

 

 

 

 

 


